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It is the responsibility of the operator to read and 
understand the contents of this manual before 
operating the machine for the first time.  
 
The Operators manual must accompany the machine 
at all times. If the machine is resold the Operators 
manual must be given with the machine to the new 
owners.  
 

Make a Note of the Machine serial number in this 
box for future reference and when ordering 
replacement parts. 
 
 
.............................................................................. 

Original Instructions 
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             RICHARD WESTERN   

Introduction  
 
 
 
INTRODUCTION 
 
 
This manual provides information on the use,  
adjustment and servicing of the                       
RICHARD WESTERN  range of trailers. 
 
Models covered are:- 
 
Suffolk Trailers 
 
Rootcrop Trailers 
 
Wellington Trailers 
 
Bale & Pallet Trailers 
 
Agricultural Dumper Trailers 
 
Vacuum Tankers 
 
 
Following  the advice on the correct maintenance 
and servicing procedures will ensure maximum  
performance and a long service life for your  
machine. 
 
Failure to carry out maintenance work correctly, or 
incorrect operation will result in poor machine  
efficiency and loss of valuable time. 
 
By ensuring the correct operation, and by carrying 
out maintenance and service work with care, you 
will be able to make full use of the technical  
knowledge and the experience with which your  
trailer was originally designed. 
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Introduction       continued  

 
 
 
The Richard Western range of machines covered in 
this manual are trailed agricultural implements  
designed and constructed for the sole purpose of  
carrying and redistributing agricultural crops and  
associated materials. 
 
This is their intended use.  
 
The machines may contain, additional equipment 
which may function under the direct control of the  
operator of a towing vehicle., or in certain              
circumstances automatically and autonomously. 
 
Use of the machine in any other way is considered by 
the manufacturer to be contrary to the intended use. 
Consequently the manufacturer does not accept any 
liability for such use and the user therefore accepts 
all risks arising from such use. 
 
Intended use also includes the observation of the 
service, maintenance and repair conditions and  
routines as prescribed by the manufacturer. 
 
Within this manual is the information required by an 
operator to assemble and put the machines to work, 
operate and maintain them and lay them up for     
storage. 
 
Additionally comprehensive information relating to the 
machines safe use and the responsibilities of the  
operator is also given. 
 
  
 

The Operator and User must read this manual fully 
before commencing work with or transporting the 
machine. If the Operator or User does not  
understand any part of this manual further help and 
advice is available from the manufacturer or from 
the manufacturers agent shown on the following 
pages of this manual. 
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Manufacturer  

Manufacturers Name   :       Richard Western  Ltd  
 
 
Manufacturers Address  :       D'Urbans,  
          Framlingham,  
          Suffolk,  
          ENGLAND      

          IP13 9RP  
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Agent  

Agents Stamp :  
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             RICHARD WESTERN   

Disposal  
Upon completion of the useful life of the machine,  
all parts can be disposed of at a suitable waste 
disposal facility. 
 
Care must be taken if oxy-acetylene cutting 
equipment is to be used. 
 
The wheels and tyres , hydraulic & pneumatic 
cylinders, valves and hoses must be removed  
before using cutting equipment. 
 
Oil must be drained collected and disposed of in 
accordance with current legislation. 
 
Electrical components must be disposed of in 
accordance with the relevant legislation.  
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             RICHARD WESTERN   

Preface  
 
 
Note that the Richard Western Range of Trailers 
may also be referred to simply as the machine(s) in 
the following sections. 
 
The instructions set forth in this manual must be 
read carefully and followed by all persons  
concerned with the operation, maintenance, repair 
or inspection of this machine in order to prevent  
accidents. 
 
Read especially sections relating to Safety and  
Before Operation. 
 
The use of spare parts, accessories and additional 
equipment which is not originally manufactured, 
checked and released by Richard Western Ltd can 
have a negative effect on specific design features 
of the machine and on its operability.  
This may impair its operating safety, as well as 
safety at work for the operator. 
 
Richard Western Ltd will in no way be liable for 
damage or personal injury caused by the use of 
other than original Richard Western Ltd parts,  
accessories and additional equipment. 
 
Technical specifications, dimensions and weights 
are given with the usual tolerances. 
 
Front, rear, right and left refer to the direction of 
forward travel as viewed from the operators seat of 
the towing vehicle. 
 
Fitment of Parts or accessories or modifications not 
approved in writing by Richard Western Ltd  may 
compromise the effective and safe operation of the 
machines and could invalidate the warranty. 
 
Richard Western Ltd  operates a policy of continual 
improvement, as such some items in this manual 
may differ slightly from that of your machine.  
Richard Western Ltd  reserve the right to make 
changes to the machine or this manual without  
notice.  
If in any doubt regarding any aspect of the design 
or operation of this machine contact Richard  
Western Ltd  or your Richard Western Ltd agent for  
clarification. 



Preface  : 2  

IDENTIFICATION PLATE  
 

The machine number (VIN) ), the model are  
required with all orders for spare parts and  
technical enquiries. This is necessary in order to 
ensure correct delivery of spare parts. 
 
The identification plate with the machine  
Number (VIN) is attached to the front right side of 
the machine frame  (1) on all machines 
 
Additionally an identification number is located on 
the forward cross brace of the main chassis (2) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ROAD TRANSPORT  
Observe the applicable road regulations in your 
country. 
 
 
 
   
   Information  
   It is the duty of the operator to ensure  
   that the machine is maintained and  
   operated in accordance with all Local  
   and National regulations. 

1
2
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             RICHARD WESTERN   

Operating on public roads  
 

Before operating on public roads the trailer must be 
correctly connected to the towing vehicle, the lights 
must be connected and function of the lighting 
equipment must be checked.  
The trailers are equipped with hydraulic and/or 
Pneumatic braking systems. These must be  
correctly connected to the Towing Vehicle and 
checked for correct operation. 
 
If the trailer has an air brake system the brake lines 
and any breakaway rope (breakaway brake) must 
be connected. 
 
Number plate  
 
To 15 m.p.h. (25 km/h) : Trailers must be fitted with 
a number plate issued to the vehicle owner for one 
of his vehicles  
 
Over 15 m.p.h. (25 km/h) : Trailers must be fitted 
with a duplicate of the number plate fitted to the 
Towing Vehicle. 
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How to use this manual  
 
The manual contains sections that cover all of the 
following, Safety , before and during operation,  
Assembly, Using the machine, Maintenance,  
Specifications and Technical data. Refer to the  
contents pages for the relevant page number. 
 
Before use of the machine familiarise yourself with 
the manual and its contents. 
 
The machine may only be operated, serviced and 
repaired by persons who are familiar with the  
machine and who have read and understood this 
manual, and are informed of the risks. 
 
Observation of the relevant accident prevention 
regulations and other generally acknowledged 
regulations regarding safety, and occupational 
health is critical, as is conformance with local and 
nationally enforced standards relevant to motor  
vehicles and road traffic law. 
 
Modifications to the machine without the specific 
approval of the manufacturer, exclude the  
manufacturer from any liability or damage resulting 
from the modifications. 
 
Failure to follow the procedures given in this  
manual could invalidate the warranty given. 
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Safety Warnings  
 
Identification of Warnings and Danger  
 
All parts of the manual to do with the safety of the 
operator, or the safe operation of the machine, are 
marked with the following symbols. 
 
 
 
   Warning  
   This symbol identifies that hazard exists. 
   If proper precautions are not taken, it is  
   highly probable that the operator (or  
   others) could be killed or seriously  
   injured 
 

 
   Caution  
   This symbol identifies a reminder of  
   safety practices. Failure to observe  
   these safety practices could result in  
   injury to the operator (or others) and  
   possible damage to the machine.  
 
 

    
   Information  
   This symbol identifies instructions that  
   make it easier to use the machine  
   effectively and economically 
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Warranty  
 
The Richard Western range of machines are 
supplied with a full One Year warranty. 
 
 
There are some exclusions, namely :- 
 
Wheels and Tyres 
 
Damage caused by misuse and abuse 
 
Damage caused by  overloading 
 
Damage to ground engaging or suspension parts 
 
For full details refer to the manufacturers 
documentation. 
 
If you have a claim under warranty contact the 
manufacturer or the manufacturers agent. 
 

Electrical 
Equipment  
 
Your machine may be supplied with electrical 
control equipment for some of its functions. 
 
To ensure correct operation care should be taken 
to ensure that these controllers are correctly 
connected when in use.  
 
Ensure any damage howsoever caused is repaired 
immediately. 
 
When not in use the controllers should be removed 
from the machine and stored in a suitable dry 
container on the towing vehicle or alternatively in 
the workshop. 
 
If the machine is to be unused for a prolonged 
period of time, the open connections should 
covered and protected against water ingress and 
corrosion. 
 
Controllers damaged by the ingress of water, water 
damage to electronic components or corrosion to 
electrical or electronic components will not be 
covered by the warranty agreement. 
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             RICHARD WESTERN   

The information contained within this section 
identifies the major assemblies and component 
parts within each machine model. 
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Suffolk, Rootcrop & Wellington Trailers  

Key 
 
1 Hydraulic/Air Train Couplers 
2 Train Hitch 
3 Grain Chute 
4 Tailboard 
5 Tailboard Cylinder 
6 Tailboard Extension & Wings 
7 Tipping Cylinders 
8 Body 
9 Silage Extensions 
10 Hose Storage Stalk 
11 Drawbar 
12 Eye 
13 Hydraulic & Brake Connectors 
14 Front Mesh 
15 Ladder 

1

2

3

4

5

6

7

8 9

10

11
12

13

14

15
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Bale & Pallet Trailers  

Key 
 
1 Rear Removable Ladder 
2 Deck 
3 Front Removable Ladder 
4 Hose Storage 
5 Hydraulic & Brake Connectors 
6 Drawbar 
7 Eye 
8 Removable Headboard 
 

1 2 3 4

5

6 7
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Key 
 
1 Ladder 
2 Body 
3 Hydraulic & Brake Connections 
4 Eye 
5 Drawbar  
6 Tipping Cylinders 
7 Rocking Beam Axle 
 

Agricultural Dumper Trailers  

1 2

3

54 6
7
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Low Loader Trailers  

Key 
 
1 Loader Frame 
2 Main Drawbar 
3 Drawbar Hitch 
4 Tie Downs 
5 Lift Cylinder 
6 Mud Guards 
7 Axle 
8 Loading Ramp 
9 Decking 
10 Transport Pin 
11 Lights 

68 10 11

21

3

4

5

7

9
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10

11 12

13

1

2

8

9

14

2

153 5

4

6 7

Vacuum Tankers  

Key 
 
1 Manhole 
2 Gate Valve 
3 Outlet Tube 
4 Rear Linkage 
5 Hose Trays 
6 Hoses 
7 Tank  
8 Ball Trap 
9 Vacuum Pump 
10 PTO Shaft Rest 
11 Drawbar 
12 Eye 
13 Loading Arm 
14 Siphon Valve 
15 Level Indicator 
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LOCATION OF 
SAFETY DECALS   
 
 
Safety decals & warning symbols are placed in  
danger areas of the machine to help identify risks  
of injury.  
 
The decals fixed to a machine do not make the  
machine safe they are there as a guide and to  
direct appropriate behaviour when using the  
machine. 
 
The operator is ultimately responsible for his own 
safety and that of other persons around the  
machine. Never permit anyone to ride on the trailer 
or to approach the trailer or any of its components 
whilst operating. 
 
The information in these decals show how to avoid 
injury and accidents by appropriate behaviour. 
 
The location of the decals on the machine and their 
wording is shown on the following pages. 
 
Over time the manufacturer may change the type 
and quantity of decals. A machine may therefore 
contain a mixture of all of the decals shown. 
 
The numbers against the explanation correspond to 
those showing the location on the illustrations 

Immediately replace damaged or illegible 
safety decals with new replacements. 
 
When replacing parts with decals affixed to 
them, make sure you affix new decals again 
to the new parts. 
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Trailers  

Typical  

1 1

2

3
4

5
6

7

6

6

8

1 Overhead Power Lines  
 

Warns the operator not to 
raise the body or any lifting 
device in the proximity of 
Overhead Power lines or 
obstructions 

2 Refer to Operators Manual  
 

Reminds the operator to 
refer to the operators  
manual for Technical  
information and data 

3 4Refer to Operators Manual  
 

Warns the operator to  
disable the Towing Vehicle 
and Isolate the trailer from 
any energy sources when  
undertaking maintenance 

Hydraulic & Pneumatic 
Pressure  

Warns the operator of the 
danger of trapped residual 
pressures when coupling 
and de-coupling the trailer 

9
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Tankers  

Typical  

Crush Prevention  
 

Warns the operator of the 
potential for crushing injuries 
in the area between the 
Trailer and Towing vehicle 

2
3

4

5

7

5 6 Crush Prevention  
 

Warns the operator of the  
potential for crushing injuries 
in the area between the Trailer 
body and Chassis especially 
when installing the body prop 

7 Maximum Allowable 
Speed 

Reminds the operator of the 
maximum permissible  
towing speed 

Service Checks  
 

Reminds the operator to  
refer to the Operators Manual 
for information on Tyre  
Pressures  

8

8

9
11

12



Safety Decals   : 4  

General  

Service Checks  
 

Reminds the operator to  
refer to the Operators Manual 
for information on Wheel Nut 
Torques 

9

10

10 Rotating Shafts  
 

Warns the operator to  
refer to the Operators Manual for 
information related to fitting and 
using the rotating driveshaft and 
its guards 

Power Take Off  
 

Reminds the operator to  
refer to the Operators Manual 
for information on Power 
Take Off Connection and  
permissible rotation Speed 

11 12 Rotating Shafts  
 

Warns the operator of the danger 
in this area due to rotating  
machinery 
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             RICHARD WESTERN   

 
   Machine operators must be aware of 
   the correct hand signals and those 
   personnel authorised to give them. 
 
    
    
   Operators must accept hand signals 
   only from a single and authorised 
   person. 
 
    
 
   Make sure that all fluids used during 
   maintenance of the machine are stored  
   in the correct containers. 
 
    
 
   Never store these fluids in other types, 
   such as glass containers. 
 
    
 
 
   Make sure that all fluids are disposed 
   of correctly and in accordance with 
   Local Health and Safety Regulations. 
 
    
 
   Make sure that all cleaning fluids are 
   used with care and that any necessary 
   repairs are reported immediately. 
 
    
 
   Unauthorised personnel must not be 
   permitted to operate or maintain this 
   machine. 
 
    
    
   Make sure the size of the machine,   
   including any load, is known. This will  
   ensure a correct and safe clearance is  
   maintained, when operating the machine   
   in confined spaces or near obstacles. 

General  Hazards  
 
Introduction  
 
Warnings or Cautions for hazards that may be 
present when operating the machine, or during 
maintenance of the machine, are shown in the 
following sections 
 
Before Operation  
 
Operation  

 
The following Warnings and Cautions are of a  
General nature and are not task specific.  
All personnel operating or maintaining this machine 
must be fully aware of these warnings. 

 
General  
 
   Make sure the location of high voltage 
   power lines and buried power cables 
   are known. Serious injury or death, by 
   electrocution, can occur if the 
   machine contacts these hazards. 
 
   Do not wear loose clothing or 
   Jewellery, which can snag on the 
   controls or machine structure, causing 
   personal injury. 
 
 
   Make sure that all protective guards and  
   covers are secured in place on the  
   machine. If guards and covers are  
    removed, a hazard to personnel will  
   exist. 
 
   Make sure that all foreign objects and 
   materials, such as oil, tools, debris and  
   other items, are kept clear from 
   equipment, walkways and steps on the  
   machine. Failure to do this can cause  
   personal injury. 
 
   Make sure that all loose items, such 
   as tools, lunch boxes and other items, 
   which are not part of the equipment, 
   are secured correctly before operating 
   the machine. Failure to do this can 
   cause personal injury. 
 
   Always wear the correct protective 
   equipment, including a hard hat and 
   protective glasses, as required. 
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GENERAL HAZARDS  
 
Pressurised air and water  
 
   If released, air or water in pressurised 
   machine systems can cause debris or 
   hot water to be ejected. This can cause 
   personal injury. Care must be taken  
   when working on pressurised machine  
   systems. 
 
   Operators using pressurized air or 
   water for cleaning purposes must wear 
   the correct protective equipment. This 
   includes protective clothing, shoes/ 
   boots and goggles or face shield. 
 
   Operators using pressurised air or 
   water for cleaning purposes must not 
   exceed the following maximum 
   operating pressures: 
 
   Air - 205 kPa (30 psi) 
   Water - 275 kPa (40 psi). 
 

Residual hydraulic pressure  
 
   Refer to the Service Manual before 
   releasing hydraulic pressure.  
   Non-operating hydraulic systems can  
   retain residual hydraulic pressure. If 
   released, this residual pressure can 
   cause: 
 
   Sudden movement of the machine or 
   machine attachments. 
 
   Disconnected hoses to whip. 
 
   Hydraulic fluid to be sprayed, causing a 
   personal hazard through direct contact  
   or ingestion. 
 

.Fluid penetration  
 
   Residual hydraulic pressure must be 
   released before any hydraulic 
   maintenance, disconnection or 
   component removal is done. Refer to            
   the Service Manual before releasing 
   hydraulic pressure. Non-operating 
   hydraulic systems can retain residual 
   hydraulic pressure. If not released 
   correctly, personal injury can occur. 
 
 
   Leaking fluid, even from a pin hole leak, 
   can penetrate the skin, causing serious  
   injury or death. Always use cardboard or 
   a board to check fluid leaks. If fluid  
   penetration of the skin occurs, you must 
   seek medical help immediately,  
   preferably from experienced medical  
   staff. 
 

Fluid spillage  
 
   Care must be taken to avoid fluid 
   spillage during machine maintenance, 
   testing, adjusting and repair. Before any 
   possible fluid spillage can occur, a suit 
   able container must be positioned to  
   collect the fluid. 
 

Disposal of waste material  
 
   The disposal of waste materials, 
   including potentially harmful fluids, must 
   be in accordance with local Health and  
   Safety Regulations. 
   Improper disposal procedures can be 
   harmful to personnel and the environment. 
   Always use the correct and leakproof type 
   of container for the storage of waste fluids. 
   Do not dispose of these fluids by pouring 
   onto the ground, into water sources or into 
   drains. Improper disposal procedures can 
   be harmful to personnel and the  
   environment. 
 

Asbestos hazards  
 
   Contact with asbestos must be 
   avoided, particularly inhalation of 
   airborne dust,which can cause serious 
   Injury or death. 
   If it becomes necessary to come into 
   contact with asbestos, you must use the 
   guidelines that follow: 
   Avoid creating dust if handling debris or 
   components that may contain asbestos, 
   such as brake pads and bands, liner  
   material, clutch plates and some gaskets. 
   Never use compressed air for 
   cleaning purposes. 
   Avoid machining or brushing materials 
   that may contain asbestos. 
   Before disposal, use a wet, damping 
   down method to concentrate material 
   dust and debris. 
   If possible, a vacuum cleaner fitted 
   with a high particle air filter (HEPA), 
   should be used to collect debris and dust. 
   Use exhaust ventilation on permanent 
   machining work. 
   Wear an approved respirator if there is no 
   other way to control any dust produced. 
   Always comply with the applicable 
   environmental regulations for the disposal 
   of asbestos. 
   Stay away from areas that may contain  
   airborne asbestos particles. 
   Always comply with the applicable rules 
   and regulations for the work place.  
   Use genuine Richard Western equipment, 
   components and parts, which are supplied  
   asbestos free. 
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Fire and Explosion prevention  
 
   If a Fire extinguisher is fitted , make sure 
   It is available and in a fully charged and 
   serviceable condition. 
    
 
 
   Make sure you are fully aware of the 
   operating instructions for the fire             
   extinguisher. 
    
   Inspect and service the fire extinguisher 
   at regular intervals or in accordance  
   with the manufacturers instructions. 
 
    
 
   All fuels, most lubricants and some 
   coolant mixtures are flammable and if 
   leaking onto a hot surface or electrical 
   components, can create a fire. Fire can  
   cause severe personal injury or death. 
 
   Do not operate the machine close a 
   naked flame or heat source. 
 
    
 
    
 
   Always clean  pipes and  thoroughly with 
   a non-flammable solvent first. 
 
    
 
 
   Examine all electrical wires daily and 
   check and tighten all electrical 
   connections. If necessary, repair loose  
   or frayed wires before you operate the  
   machine. 
 
   Dust produced from repairs to  
   Non-metallic components, such as  
   hoods or fenders, can be flammable.  
   Always repair such components in a well 
   ventilated area, away from naked flame 
   and heat sources. 
 
   Leaking pipes and hoses can cause a 
   fire. Examine all pipes, hoses and 
   associated supports for wear,  
   deterioration and damage and ensure  
   hat pipe and hose clamps are secure. 
   Make sure pipe and hose connections 
   are correctly torqued. 
 
   Remove all flammable materials such as 
   fuel, oil and debris from the machine. Do 
   not allow the accumulation of flammable 
   materials on or around the machine. 
 
    
   Always store fuels and lubricants in the  
   correct and properly marked containers 
   and away from unauthorised personnel. 
 
    

GENERAL HAZARDS  
 
Crushing or cutting prevention  
 
   Support equipment correctly before you 
   do any work or maintenance from 
   beneath that equipment. 
    
 
    
   Unless instructed otherwise, never 
   attempt to do adjustments whilst the 
   machine is moving or the engine or  
   other power source is running. 
 
    
   Clearances in machine control 
   linkages will change with control 
   operation or machine movement. 
   Always keep clear of controls or areas 
   that may experience clearance changes. 
 
   Always keep clear of rotating or moving 
   parts of the machine. 
   Always re-install any guard or cover that 
   has temporarily removed. 
 
    
   When handling cables, always wear 
   protective gloves. Never use kinked or  
   frayed cables. 
 
    
 
   Striking any object can cause debris  
   chips to fly off, causing personal injury.  
   Always wear protective glasses/goggles 
   before striking an object and make sure 
   that the area is clear of other personnel. 
 
    
   If a retaining pin is struck with force, it  
   may be ejected and cause personal 
   injury. Always wear protective glasses/ 
   goggles before striking a retaining pin  
   and make sure that the area is clear of  
   other personnel. 
 

Burn prevention  
 
   Some components will get hot during 
   operation, causing a potential burn  
   hazard to personnel. Before you do 
   any maintenance on these parts, you 
   must: 
 
   Always allow these parts to fully cool  
   before you do any maintenance work. 
    
    
 
   Always release residual pressure in the 
   air, hydraulic and lubrication systems  
   and associated pipe lines/hoses, before 
   you do any maintenance work. 
 
    
   Hot fluids and surfaces can cause 
   personal injury. Avoid direct contact 
   with hot fluid or surfaces. 

 
 



General Safety  : 4  

Fire and Explosion prevention (contd)  
 
   Always store soiled oily rags and other 
   flammable materials in protective 
   containers. 
 
 
   Do not smoke in areas that are used 
   for the storage of flammable materials. 
 
 
    
 
   Do not operate the machine close to 
   naked flames. 
 
 
    
    
   Make sure that heat shields, installed 
   to prevent fluids or fluid spray from 
   igniting, are fitted correctly. 
 
 
    
   Do not weld or flame cut any pipes or 
   tanks that contain flammable fluids or 
   gases. Always clean such pipes and 
   tanks thoroughly with a non-flammable 
   solvent first. 
 
    

Pipes, tubes and hoses  
 
   Leaks from loose or damaged pipes, 
   tubes or hoses can cause a system 
   failure or a fire. Examine pipes, tubes 
   and hoses regularly, particularly for 
   signs of damage, leaks or being loose. 
 
 
 
   Never use bare hands to check for leaks 
   from pipes, tubes or hoses. 
   Always use cardboard or a board and 
   if necessary, torque connections to the  
   recommended value. 
 
 
   Do not bend or strike high pressure 
   pipes or install a bent or damaged 
   high pressure pipe. 
   
 
 
   You must replace any pipe, tube or hose 
   if: 
   End fittings are damaged or leaking. 
   Outer coverings are chafed or cut. 
   Wires are exposed. 
   Outer covering is blistered or ballooning. 
   Flexible portion of a hose is kinked. 
   Outer covers have embedded armouring. 
   End fittings are damaged or displaced. 
    
   Clamps, guards and heat shields are 
   installed to prevent vibration, contact 
   between components and excessive 
   heat. Make sure that all clamps, 
   guards and heat shields are installed 
   correctly. 
 

Tyre hazards  
 
   An air inflated tyre can expand and 
   explode if excessive heat is applied 
   through welding, heating rim compo 
   nents, external fire or excessive use of  
   the brakes. An exploding tyre can eject  
   axle and wheel debris 500 m (1500 ft) or 
   more from the vehicle, causing damage 
   and possibly personal injury or death.  
   All personnel must be aware of the  
   hazards of overheating tyres. 
 
 
   An over-inflated tyre can blow out or 
   cause a rim failure. This can cause 
   damage or personal injury. Inflation of 
   tyres must only be done by trained 
   personnel. 
 
 
   When you inflate a tyre, you must stand 
   behind the tyre tread and use a self- 
   attaching inflator. 
 
 
 
 
   Do not approach a warm or hot tyre. 
   Keep the minimum distances away 
   from the tyre and stay outside the 
   shaded areas (refer to illustration above). 
 
 
   Maintenance on tyres and rims can be 
   hazardous. The use of incorrect  
   procedures can result in a tyre exploding. 
   An exploding tyre can eject axle and wheel 
   debris 500 m (1500 ft) or more from the 
   vehicle, causing damage and possibly  
   personal injury or death. Maintenance on 
   tyres and rims must be done only by  
   trained personnel, using the correct tools 
   and procedures. The tyre dealer or 
   manufacturers instructions must be 
   followed. 
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General Safety :  5 

             RICHARD WESTERN   

GENERAL HAZARDS  
 
Mounting and dismounting  
 
   You must never attempt to mount, 
   dismount or jump from a machine that is 
   moving. 
 
 
   Always mount or dismount the machine 
   at the recognised locations, which have 
   steps and/or hand holds. 
   Make sure the steps and/or hand hold 
   are clean and examined regularly. 
   Make any necessary repairs. 
 
 
 
   When you mount or dismount the  
   machine, always keep a three -point 
   contact with the steps and hand holds. 
   Three-point contact can be two feet/one 
   hand or two hands/one foot. 
 
   When you mount or dismount the 
   machine, always face the machine and  
   never attempt to carry tools or supplies. 
   Tools and supplies should be raised or  
   lowered from the machine using a hand 
   line or other suitable method. 

Before operating the machine  
 
   This machine must be operated only by 
   correctly trained and authorised 
   personnel. Certain local operating 
   conditions may require the machine 
   operator to obtain an operators licence 
   or a certificate. 
 
   The machine operator must be fully 
   aware of the machines capabilities and  
   limitations. The operator must also be  
   familiar with the local working area or  
   site and in particular: 
   
   Check the area for vertical and horizontal 
   clearances. 
   Check for overhead obstructions. 
   Check for electrical power lines and make 
   sure the machine  keeps at least  
   8 m (25 ft) away. 
 
   Check the work area or site for changes  
   in the stability of the ground surface, back
   filled trenches and structural integrity of 
   buildings, roofs etc. 
 
   Make sure that all protective guards and 
   covers are correctly installed on the  
   vehicle. 
 
    
 
   Make sure that if the machine is equipped 
   with a fully working lighting system that is 
   adequate for the working conditions, and is 
   compliant with local or national road traffic 
   regulations 
 
   Make sure that the machine reverse 
   alarm and other warning devices are in full 
   working order. 
 
    
    
   Make sure that all obstacles are cleared 
   from the intended path or route of the  
   machine. 
 
    
    
   Make sure that before the machine is 
   moved, there are no personnel on, under 
   or near the machine. 



General Safety  : 6  

GENERAL HAZARDS  
 
 
 
   Collision of high speed road traffic and  
   slow moving  machines can cause  
   personal  injury or death. When on a 
   public road, use a flashing beacon and  
   other lights according to local laws. 
   Use a Slow Moving Vehicle (SMV) 
   emblem displayed at the rear of the  
   machine where this is a national  
   requirement. Pull over to let faster traffic 
   pass. Signal and slow down before  
   turning off  the road.  
 
   Use warning devices (flags, SMV  
   emblem, lights, etc.) which  are  
   approved for use by your  local   
   government agencies, when using  
   equipment on public roads. Keep  these  
   devices clean and in good working  
   order. 
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             RICHARD WESTERN   

GENERAL SAFETY  INSTRUCTIONS  
 
Check that the machine is roadworthy and safe to 
operate every time it is put into operation! 
 
1.  Observe the current regulations regarding 
 safety and accident prevention as well as the 
 information in the operator's manual. 
 
2.  When using public roads observe all traffic  
 regulations. 
 
3.  Make yourself familiar with all equipment and 
 controls and their functions before starting 
 work as it will be too late once you have set 
 off. 
 
4. Make sure that there is no one in close  
 proximity to the machine before putting it into 
 operation (Be especially aware of children!). 
 
 Check that visibility is good, particularly when 
 reversing (have someone direct you if  
 necessary). 
 
5. Clothing worn by the operator must be close-

fitting. Avoid wearing loose fitting clothing 
when operating or maintaining the machine 

 
6. Keep the machine clean to prevent fire. 
 
7 If it is necessary to access the machine, the 
 Engine of the towing vehicle  must be 
 switched off. The ignition key of the towing 
 vehicle must be removed. 
 
9.  Any safety guards must be checked regularly 
 for wear and replaced if necessary. 
 
10. Any safety decals that are missing must be 

replaced immediately. 
 
 

General  
 
1. Use only the recommended fastenings on 

the machine! 
 
2. Do not exceed the maximum  load on the 

trailer drawbar  
 
3. Use extreme caution when coupling and  
 uncoupling the machine from the towing  
 vehicle to avoid risk of injury. 
 
4. During maintenance or after use prevent  the 

machine from rolling away by use of the  
 parking  brake or wheel chocks. 
 

5. A risk of injury due to crushing exists in the 
 vicinity of the Towing vehicle 3-point linkage! 
 
6. Couple and uncouple the machine to the  
 towing vehicle only as specified in the  
 instructions. 
 
7. The performance of the towing vehicle can 

be influenced by the machine, ensure the 
towing vehicle has sufficient steering and 
braking capacity.. 

 
8. Make sure no one is between the machine 

and the towing vehicle unless both are  
 secured and prevented from moving. 
 
9.  The travel speed must always be matched to 
 the under wheel conditions. Avoid sudden 
 turns and braking  when driving up or down
 hill or across a slope.  
 
10. Observe the maximum permissible axle 

loads and total weights! 
 
11. Operate the machine only when all guards 

are fitted and in the correct position! 
 
12 Ensure that the machine is stable when 

parked. 
 
13. Ensure all  equipment is placed in the  
 transport position before driving on the road.  
 
14. Always switch off the engine of the towing 

vehicle before carrying out troubleshooting, 
and for repair, maintenance and cleaning 
work. Remove the towing vehicle ignition 
key. 

 
15.  When working under raised covers ensure 
 that they are sufficiently supported. 
 
16. When handling sharp-edged parts, wear  
 appropriate protection (gloves, shoes etc.). 
 
17 . Do not stand near hinged covers. 
 
 



General Safety  : 8  

GENERAL SAFETY  INSTRUCTIONS contd  
 
BRAKES  
 
1. Check the brakes before every journey. 
 
2. Check the brake system thoroughly at  
 regular intervals. 
 
3. If the brake system malfunctions, do not use 

the machine, stop the towing vehicle  
 immediately. Repair faults immediately. 
 
4 Any adjustments and repairs to the brake  
 System must be carried out by your Richard 
 Western agent or approved specialist work
 shop. 
 
5 Engage a lower gear before going downhill. 
 
6.  Engage the parking brake before coupling or 
 uncoupling the towing vehicle 
 
7 The brakes must always be correctly  
 adjusted. No liability can be accepted for  
 normal wear or unauthorised modifications. 
 

HYDRAULIC SYSTEM 
 
1. The hydraulic system is under high pressure! 
 
2.  When connecting the hydraulic hoses to the 
 towing vehicle hydraulics, make sure that the 
 hydraulic systems are depressurised on the 
 tractor side and on the machine side. 
 
4.  The female and male couplings between the 
 tractor and the machine should be labelled to 
 prevent incorrect connections. If connections 
 are reversed (e.g. lifting/lowering), there is a 
 risk of accident. 
 
5. Keep the hydraulic plugs clean. 
 
6. Check hydraulic lines at regular intervals, 

and replace them if they are damaged  
 
7. Any replaced hydraulic lines must meet  the 

technical requirements of the manufacturer! 
 
10. The towing vehicle  engine must be switched 

off and the system depressurised before 
starting work on the hydraulic system. 

 
11.  Repair work on the hydraulic system must be 
 carried out by approved specialised work
 shops only. 
 
 

 
 
WHEELS AND TYRES 
 
1. Repair work to the tyres must be carried out 

by qualified technicians using suitable tools. 
 
2.  When working on the wheels make sure that 
 the trailer is secured and that wheels are 
 chocked to prevent it from moving. 
 
3. Tighten the wheel nuts after the first trip with 

a load. 
 
4. After replacing the wheels retighten the 

wheel nuts or bolts after the first 10 operating 
hours, then check them every 50 hours. 

 
5. Make sure that the jack used has sufficient 

load capacity. 
 
6. Avoid excessive inflation pressure.  
 
7. The specified tyre pressure  must be  
 maintained. 
 
8. Stand clear of the tyre when inflating. 
 
9. Check the pressure regularly. 
 
10. Regularly check nuts and screws for  
 tightness and retighten them, if necessary. 
 
11. All mounting bolts and nuts must be  
 tightened to the torque specified by the 
 manufacturer. 
 

MAINTENANCE 
 
1.  Always switch off the towing vehicle  engine 
 before carrying out any troubleshooting, and 
 before all repair, maintenance and cleaning 
 work.  Remove the ignition key! 
 
2. Use suitable tools and wear safety gloves 

when replacing working parts! 
 
3.  Always disconnect the power supply before 
 working on the electrical system! 
 
4. Protection devices that are subjected to wear  

must be checked at regular intervals 
 and replaced as necessary. 
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Specifications:  1 

             RICHARD WESTERN   

A number of factors may cause the overall  
dimensions to change  EG Tyre pressures ,etc 
Always check actual dimensions before  
entering confined areas buildings and vehicles. 

Specifications  
 
INTRODUCTION 
 
 
This section contains tables covering the general 
specification of the machine , dimensions , 
weights and capacities. 
 
All information given is subject to alteration  
without notice and is subject to manufacturing 
tolerances. 
 
If in doubt contact the manufacturer or the  
manufacturers agent for further information or 
advice. 



Specifications  : 2  

General Specification  

Model          Suffolk  Rootcrop  Wellington  Bale & Pallet  Dumper  
Vacuum 

Tanker  

               

Electric System               

Voltage   V 12 V DC 12 V DC 12 V DC 12 V DC 12 V DC 12 V DC 

Current (cont)   A 10 A 10 A 10 A 10 A 10 A 10 A 

Current (max)   A 15 A  15 A  15 A  15 A  15 A  15 A  

               

Braking System               

Standard     Single line hydraulic brakes  

Option 1   Eurosafe (TM) Hydraulic Failsafe with Load Sensing  

  2   Dual line airbrakes with Load Sensing and/or ABS 

               

Speed              

Standard braking system   kmh  32 32 32 32 32 32 

Option 1 kmh  32 32 32 32 32 32 

  2 kmh  
Max towing 

vehicle 

speed 

Max towing 
vehicle 

speed 

Max towing 
vehicle 

speed 

Max towing 
vehicle 

speed 

Max towing 
vehicle 

speed 

Max towing 
vehicle 

speed 

               

Hydraulic System               

Supply     
As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

Hyd working pressure   bar 
As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

As towing 

vehicle 

Max hydraulic pressure   bar 200 200 200 200 200 200 

Max hydraulic flowrate   l/min   75  75  75  75 75 75 

               

Noise    
dB

(A) 
< 70 < 70 < 70 < 70 < 70 < 70 
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             RICHARD WESTERN   

 Model      SF10 SF11 SF12 SF14 SF16 SF18 SF20 

 Dimensions                

 Length (Overall) A m 6.35 6.70 7.12 7.54 8.35 8.35 9.13 

 Width (Front) B m 2.13 2.13 2.13 2.13 2.13 2.13 2.13 

 Width (Rear) C m  2.29 2.29 2.29 2.29 2.29 2.29 2.29 

 Axle Track Width D m 2.00 2.00 2.00 2.00 2.00 2.00 2.00 

 Body Height E m 1.22 1.32 1.37 1.37 1.37 1.52 1.52 

 Body Length F m 4.88 5.13 5.49 5.94 6.86 6.86 7.50 

 Height G m 2.31 2.59 2.63 2.634 2.64 2.83 2.83 

 Tipped Height H m 5.59 5.93 6.23 6.70 7.47 7.55 7.80 

 Height   G1  m  3.23 3.49 3.54 3.55 3.55 3.79 3.79 

 Tipped Height  H1 m  6.10 6.46 6.74 7.10 7.98 8.00 8.33 

 Tip Clearance I m 0.73 0.82 0.82 0.89 0.89 0.90 0.90 

 Platform Height J m 1.09 1.26 1.26 1.27 1.27 1.36 1.36 

 Capacities           

 Grain Capacity  m3 13.1 15.0 16.6 18.0 20.8 23.1 25.3 

 Silage Capacity  m3 23.0 25.3 27.7 30.0 34.6 37.0 40.4 

 Cylinder Capacity  l 19.6 27.3 27.3 36.3 40.9 40.9 40.9 

 Weights           

 Unladen Weight  kg 2790 3260 3510 4075 4850 5210 5460 

 Misc           

 Number of Axles   2 2 2 2 2 2 3 

Data 

1     With Silage Sides  

Suffolk Range  



Specifications  : 4  

 Model      RC11 RC12 RC14 RC16 

 Dimensions             

 Length (Overall) A m 7.12 7.54 8.35 9.13 

 Width (Front) B m 2.03 2.03 2.03 2.03 

 Width (Rear) C m  2.29 2.29 2.29 2.29 

 Axle Track Width D m 1.83 1.83 1.83 1.83 

 Body Height E m 1.14 1.14 1.14 1.14 

 Body Length F m 5.49 5.94 6.86 7.50 

 Height G m 2.40 2.40 2.40 2.41 

 Tipped Height H m 6.20 6.58 7.34 7.69 

 Height   G1  m  3.31 3.31 3.31 3.32 

 Tipped Height  H1 m  6.70 6.98 7.84 8.19 

 Tip Clearance I m 0.82 0.89 0.89 0.89 

 Platform Height J m 1.26 1.26 1.26 1.27 

 Capacities        

 Grain Capacity  m3 13.8 15.2 17.3 18.9 

 Silage Capacity  m3 24.8 27.1 31.2 34.6 

 Cylinder Capacity  l 27.3 36.3 40.9 40.9 

 Weights        

 Unladen Weight  kg 3910 4475 5250 5860 

 Misc        

 Number of Axles   2 2 2 2 

1     With Silage Sides  

Rootcrop Range  
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             RICHARD WESTERN   

 Model      SWT12 SWT14 SWT16 SWT18 SWT20 SWT24 

 Dimensions               

 Length (Overall) A m 7.12 7.54 8.35 8.35 9.13 9.13 

 Width (Front) B m 2.13 2.13 2.13 2.13 2.13 2.13 

 Width (Rear) C m  2.29 2.29 2.29 2.29 2.29 2.29 

 Axle Track Width D m 1.83 1.83 1.83 1.83 1.83 1.83 

 Body Height E m 1.37 1.52 1.37 1.52 1.52 1.98 

 Body Length F m 5.49 5.94 6.86 6.86 7.50 7.50 

 Height G m 2.69 2.84 2.59 2.84 2.84 3.32 

 Tipped Height H m 6.26 6.80 7.47 7.55 7.80 7.90 

 Height   G1  m  3.55 3.70 3.55 3.70 3.77 3.92 

 Tipped Height  H1 m  6.79 7.20 7.98 8.00 8.33 8.39 

 Tip Clearance I m 0.87 0.90 0.90 0.90 0.97 0.97 

 Platform Height J m 1.32 1.32 1.32 1.32 1.32 1.32 

 Capacities          

 Grain Capacity  m3 16.6 20.0 20.8 23.1 25.3 32.0 

 Silage Capacity  m3 27.7 33.9 34.6 37.0 40.4 41.9 

 Cylinder Capacity  l 27.3 36.3 40.9 40.9 40.9 60.0 

 Weights          

 Unladen Weight  kg 4475 4950 5350 5450 5660 5780 

 Misc          

 Number of Axles   2 2 2 2 3 3 

1     With Silage Sides  

Wellington Range  



Specifications  : 6  

 Model      BTTA10/25 BTTA12/25 BTTA12/30 BTTA14/32 

 Dimensions             

 Length (Overall) A m  7.32 7.32 9.14 9.25 

 Height (Overall) B m 2.82 3.00 3.00 3.00 

 Width  C m 2.46 2.45 2.45 2.45 

 Axle Track Width D m 1.70 1.83 1.83 1.83 

 Axle to Rear E m 2.44 2.44 3.00 3.25 

 Body Length F m 7.32 7.32 9.14 9.75 

 Platform Height G m 1.20 1.23 1.23 1.22 

 Bale Ladder Height H m 1.80 1.80 1.80 1.80 

 Headboard Height I m 0.60 0.60 0.60 0.60 

 Capacities        

 Carrying Capacity  kg 10000 12000 12000 14000 

 Weights        

 Unladen Weight  kg 1750 1850 1900 2000 

 Misc        

 Number of Axles   2 2 2 2 

Bale & Pallet Range  
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             RICHARD WESTERN   

 Model      DU8 DUTA8 DUTA10 DUTA12 DUTA14 DUTA16 

 Dimensions               

 Length (Overall) A m 6.20 6.20 6.58 7.10 8.40 8.50 

 Width  B m 2.52 2.52 2.52 2.52 2.52 2.52 

 Axle Track Width C m 2.00 2.00 2.00 2.00 2.00 2.00 

 Body Height D m 1.12 1.12 1.38 1.38 1.45 1.65 

 Body Length E m 4.52 4.52 5.10 5.52 6.24 6.24 

 Height F m 2.24 2.25 2.77 2.77 2.89 3.10 

 Tipped Height G m 6.26 6.26 6.90 7.80 8.40 8.50 

 Capacities          

 Load Capacity  m3 9.80 9.80 12.80 15.50 17.30 19.40 

 Cylinder Capacity  l 19.6 19.6 36.4 36.4 45.0 47.0 

 Weights          

 Unladen Weight  kg 3000 3250 3750 4000 4500 4750 

 Misc          

 Number of Axles   1 2 2 2 2 2 

Dumper Range  



Specifications  : 8  

 Model      ST15 ST20 ST25 ST25LP ST30 ST20LP ST35 

 Dimensions                

 Length (Overall) A m 6.20  7.14 6.47 5.89 7.34 6.40 8.34 

 Height (Overall) B m 2.40 2.90 3.20 3.20 3.43 3.20 3.43 

 Width  C m 2.20 2.29 2.29 2.81 2.29 2.85 2.58 

 Axle Track Width D m 1.83 1.83 1.83 1.83 1.83 2.80 2.20 

 Tank Length E m 3.50 5.00 4.33 3.75 5.20 3.50 6.20 

 Tank Diameter F m 1.52 1.52 1.82 1.82 1.82 1.82 1.82 

 Capacities           

 Carrying Capacity  L 6810 9080 11350 11350 13620 9090 15900 

 Pump Capacity  l/min  8000 10000 10000 10000 12000 10000 12000 

 Weights           

 Unladen Weight  kg 3250 4000 4250 4250 5500 4000 6000 

 Misc           

 Number of Axles   1 2 2 1 2 1 2 

Vacuum Tanker Range  


